Pressure sensors

Series/Type: CAU-T series
Ordering code:
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Pressure transmitters with stainless steel housing (current output) CAU-T series

1. Technical data

Absolute maximum ratings

Parameter Symbol Conditions ‘ Min. | Typ. ‘ Max. ‘ Unit

Temperature ranges

Pressure ranges

Supply voltage /-current

Parameter Symbol Conditions ‘ Min. | Typ. ‘ Max. ‘ Unit

Output sighal @ Ta=25 °C, Vs =15V, RL =100

Parameter ‘ Symbol | Conditions ‘ Min. | Typ. ‘ Max. ‘ Unit

Data in temperature range @ Ta = 25...85 °C, Vs =15V, RL = 100

Data in temperature range @ Ta=0...70 °C, Vs =15V, RL = 100

Please read Cautions and warnings and
Important notes at the end of this document
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Pressure sensors

Pressure transmitters with stainless steel housing (current output)

5. Type designation

Rated pressure and ordering codes

Pressure

Absolute
measurement

Gauge

Gauge, symmetrical

CAU-T series

Please read Cautions and warnings and
Important notes at the end of this document
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Pressure sensors

Pressure transmitters with stainless steel housing (current output)

1)

2)

3)

4)

5)

6)

7

8)

9)

10

11

12

13

14

15

16

. Symbols and terms

Storage temperature range Ts

Operating temperature range T,

Compensated temperature range Tc

Rated pressure pr

Over pressure pov

Supply voltage Vcc

Load resistance R,

DC voltage resistance Vis

Offset lcco

Signal span (Eull Scale)

Non-linearity L (including pressure hysteresis)

(o1 e Y
!cc {pr} e Il::c:tl

Response time

Supply voltage rejection SVR

Temperature hysteresis

Temperature coefficients of offset TClcco

Temperature coefficients of span TCles

X

CAU-T series

Please read Cautions and warnings and
Important notes at the end of this document
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Pressure sensors

Pressure transmitters with stainless steel housing (current output) CAU-T series

Cautions and warnings

Storage (general)

Operation (general)

Design notes (dies)

Please read Cautions and warnings and
Important notes at the end of this document
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Pressure transmitters with stainless steel housing (current output) CAU-T series

Handling/ Mounting (dies)

Soldering (transducers, transmitters)

Display of ordering codes for TDK Electronics products

The varying representations of the ordering codes are due to different
processes employed and do not affect the specifications of the respective products

Please read Cautions and warnings and
Important notes at the end of this document
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statements about the suitability of our products for
certain areas of application

that such statements cannot be regarded as binding
statements about the suitability of our products for a particular customer application.

in individual cases, a malfunction of electronic components or failure
before the end of their usual service life cannot be completely ruled out in the current state
of the art, even if they are operated as specified.

The warnings, cautions and product-specific notes must be observed.

some of the products described in this
publication may contain substances subject to restrictions in certain jurisdictions (e.g.
because they are classed as hazardous)

the products described in this
publication may change from time to time

reserve the right to discontinue production and delivery of products

all orders are subject to our General Terms and
Conditions of Supply.

Our manufacturing sites serving the automotive business apply the IATF 16949 standard.

only requirements mutually agreed upon can
and will be implemented in our Quality Management System.
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trademarks registered or pending




